DIVISION 09 – FINISHES
Section 09 30 13 – Ceramic Tiling
PART 1 - GENERAL
1.1

WORK INCLUDES
A.

Base Bid: Unless noted otherwise, the General Prime Contractor shall provide all labor and
materials for the complete installation of work as specified in this section.
1.
2.
3.
4.

1.2

Porcelain tile
Waterproof membrane for thinset applications
Crack isolation membrane
Metal edge strips.

RELATED DOCUMENTS
A.

1.3

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
RELATED WORK

A.

Division 02 Section "Selective Demolition" for removing existing floor coverings.

B.

Division 07 Section "Joint Sealants" for sealing of expansion, contraction, control, and isolation
joints in tile surfaces.

C.

Division 09 Section “Gypsum Board” for tile backer board.

1.4

PREINSTALLATION MEETINGS
A.

Preinstallation Conference: Conduct conference at Project site.
1.

Review methods and procedures related to carpet tile installation including, but not
limited to, the following:
a.
b.
c.

1.5

Review delivery, storage, and handling procedures.
Review ambient conditions and ventilation procedures.
Review subfloor preparation procedures.

SUBMITTALS
A.

Product Data: For each type of product.

B.

Samples:
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1.
2.
3.
C.
1.6

Each type and composition of tile and for each color and finish required.
Assembled samples mounted on a rigid panel, with grouted joints, for each type and
composition of tile and for each color and finish required.
Stone thresholds.

Qualification Data: For Installer.
QUALITY ASSURANCE

A.

Source Limitations for Tile: Obtain tile of each type and color or finish from one source or
producer.
1.

B.

Mockups: Build mockups to verify selections made under Sample submittals and to demonstrate
aesthetic effects and set quality standards for materials and execution.
1.
2.
3.

C.

Obtain tile of each type and color or finish from same production run and of consistent
quality in appearance and physical properties for each contiguous area.

Build mockup of each type of floor tile installation.
Build mockup of each type of wall tile installation.
Subject to compliance with requirements, approved mockups may become part of the
completed Work if undisturbed at time of Substantial Completion.

Preinstallation Conference: Conduct conference at Project site.
1.

Review requirements in ANSI A108.01 for substrates and for preparation by other trades.

PART 2 - PRODUCTS
2.1

PRODUCTS, GENERAL
A.

ANSI Ceramic Tile Standard: Provide Standard-grade tile that complies with ANSI A137.1 for
types, compositions, and other characteristics indicated.

B.

ANSI Standards for Tile Installation Materials: Provide materials complying with
ANSI A108.02, ANSI standards referenced in other Part 2 articles, ANSI standards referenced
by TCNA installation methods specified in tile installation schedules, and other requirements
specified.

2.2

TILE PRODUCTS
A.

Tile Type: Porcelain Tile
1.

Manufacturers: Subject to compliance with requirements, provide products by the
following:
a.
b.

Virginia Tile.
Daltile
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c.

2.3

Florim

2.

Module Size: 12” x 12” wall tile in Toile Room

3.
4.
5.
6.
7.
8.

Module Size: 12” x 18” on Entry floor. Stair, side walls.
Thickness: 3/8 inch.
Face: Pattern of design indicated, with manufacturer's standard edges.
Finish: Unglazed, full bodied.
Tile Pattern: As indicated on drawings.
Tile Color: To be determined

THRESHOLDS
A.

General: Fabricate to sizes and profiles indicated or required to provide transition between
adjacent floor finishes.
1.

2.4

Bevel edges at 1:2 slope, with lower edge of bevel aligned with or up to 1/16 inch above
adjacent floor surface. Finish bevel to match top surface of threshold. Limit height of
threshold to 1/2 inch or less above adjacent floor surface.

CRACK ISOLATION MEMBRANE
A.

General: Manufacturer's standard product that complies with ANSI A118.12 for standard
performance and is recommended by the manufacturer for the application indicated. Include
reinforcement and accessories recommended by manufacturer.

B.

Chlorinated Polyethylene Sheet: Nonplasticized, chlorinated polyethylene faced on both sides
with nonwoven polyester fabric; 0.030-inch nominal thickness.
1.

Products: Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:
a.

2.5

Noble Company (The); Nobleseal CIS.

SETTING MATERIALS
A.

Latex-Portland Cement Mortar (Thin Set): ANSI A118.4.
1.

Manufacturers: Subject to compliance with requirements, available manufacturers
offering products that may be incorporated into the Work include, but are not limited to,
the following:
a.
b.
c.
d.
e.
f.
g.

Boiardi Products; a QEP company.
Bonsal American; an Oldcastle company.
Bostik, Inc.
C-Cure.
Custom Building Products.
Jamo Inc.
Laticrete International, Inc.
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2.

2.6

h.
MAPEI Corporation.
i.
Mer-Kote Products, Inc.
j.
Southern Grouts & Mortars, Inc.
k.
Summitville Tiles, Inc.
l.
TEC; a subsidiary of H. B. Fuller Company.
For wall applications, provide mortar that complies with requirements for nonsagging
mortar in addition to the other requirements in ANSI A118.4.

GROUT MATERIALS
A.

Sand-Portland Cement Grout: ANSI A108.10, composed of white or gray cement and white or
colored aggregate as required to produce color indicated.

B.

Polymer-Modified Tile Grout: ANSI A118.7.
1.

Manufacturers: Subject to compliance with requirements, available manufacturers
offering products that may be incorporated into the Work include, but are not limited to,
the following:
a.
b.
c.
d.
e.
f.
g.
h.
i.
j.
k.

2.7

Boiardi Products; a QEP company.
Bonsal American; an Oldcastle company.
Bostik, Inc.
C-Cure.
Custom Building Products.
Jamo Inc.
Laticrete International, Inc.
MAPEI Corporation.
Southern Grouts & Mortars, Inc.
Summitville Tiles, Inc.
TEC; a subsidiary of H. B. Fuller Company.

ELASTOMERIC SEALANTS
A.

General: Provide sealants, primers, backer rods, and other sealant accessories that comply with
the following requirements and with the applicable requirements in Division 07 Section "Joint
Sealants."
1.
2.

Use sealants that have a VOC content of 250 g/L or less when calculated according to
40 CFR 59, Subpart D (EPA Method 24).
Use primers, backer rods, and sealant accessories recommended by sealant manufacturer.

B.

Colors: Provide colors of exposed sealants to match colors of grout in tile adjoining sealed
joints unless otherwise indicated.

C.

One-Part, Mildew-Resistant Silicone Sealant: ASTM C 920; Type S; Grade NS; Class 25;
Uses NT, G, A, and, as applicable to nonporous joint substrates indicated, O; formulated with
fungicide, intended for sealing interior ceramic tile joints and other nonporous substrates that
are subject to in-service exposures of high humidity and extreme temperatures.
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1.

Products: Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:
a.
b.
c.
d.
e.
f.

2.8

DAP Inc.; Titanium Enriched Kitchen and Bath Sealant.
Dow Corning Corporation; Dow Corning 786.
GE Silicones; a division of GE Specialty Materials; Sanitary 1700.
Laticrete International, Inc.; Latasil Tile & Stone Sealant.
Pecora Corporation; Pecora 898 Sanitary Silicone Sealant.
Tremco Incorporated; Tremsil 600 White.

MISCELLANEOUS MATERIALS
A.

Trowelable Underlayments and Patching Compounds: Latex-modified, portland cement-based
formulation provided or approved by manufacturer of tile-setting materials for installations
indicated.

B.

Metal Edge Strips: Angle or L-shape, height to match tile and setting-bed thickness, metallic or
combination of metal and PVC or neoprene base, designed specifically for flooring
applications; stainless-steel, ASTM A 666, 300 Series exposed-edge material.
1.

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:
a.
b.
c.

C.

Blanke Corporation.
Ceramic Tool Company, Inc.
Schluter Systems L.P.

Grout Sealer: Manufacturer's standard product for sealing grout joints and that does not change
color or appearance of grout.
1.

Products: Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:
a.
b.
c.
d.
e.
f.
g.
h.
i.

Bonsal American; an Oldcastle company; Grout Sealer.
Bostik, Inc.; CeramaSeal Grout & Tile Sealer.
C-Cure; Penetrating Sealer 978.
Custom Building Products; Surfaceguard Sealer.
Jamo Inc.; Matte Finish Sealer.
MAPEI Corporation; KER 003, Silicone Spray Sealer for Cementitious Tile Grout.
Southern Grouts & Mortars, Inc.; Silicone Grout Sealer.
Summitville Tiles, Inc.; SL-15, Invisible Seal Penetrating Grout and Tile Sealer.
TEC; a subsidiary of H. B. Fuller Company; [A-256 Penetrating Silicone Grout
Sealer.
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PART 3 - EXECUTION
3.1

EXAMINATION
A.

Examine substrates, areas, and conditions where tile will be installed, with Installer present, for
compliance with requirements for installation tolerances and other conditions affecting
performance of the Work.
1.

2.
B.
3.2

Verify that substrates for setting tile are firm; dry; clean; free of coatings that are
incompatible with tile-setting materials, including curing compounds and other
substances that contain soap, wax, oil, or silicone; and comply with flatness tolerances
required by ANSI A108.01 for installations indicated.
Verify that concrete substrates for tile floors installed with adhesives or thinset mortar
comply with surface finish requirements in ANSI A108.01 for installations indicated.

Proceed with installation only after unsatisfactory conditions have been corrected.
PREPARATION

A.

Preparation: The following work should be complete and approved before installation of
porcelain ceramic tile has begun:
a.
Verify that concrete substrates for tile floors installed with thin set mortar comply
with surface finish requirements in ANSI A108.01.
b.
Surface to receive tile shall be plumb, level and true with square corners,
maximum variation from required plan shall be 1/8” in 10 feet.
1)
Concrete surface to be troweled with a broom finish with no curing
compounds. It is the responsibility of the flooring contractor to meet the
1/8” in 10 feet tolerance requirement.
2)
The existing terrazzo floor shall have all sealers and waves removed and the
floor shall be abraded as required floor installation of new porcelain ceramic
tile.
c.

Apply Self-Leveling Underlayment to concrete floor and existing terrazzo floors
where determined by architect conjunction with the tile contractor. Leveling shall
be compatible with setting mortar.

d.

Before setting, ensure that substrates for setting tile are firm, dry, clean free of
coatings that are incompatable with tile-setting materials including curing
compounds and other substances that contain soap, wax, oil, or silicone.

e.

Verify that installation of grounds, anchors, recessed frames, electrical and
mechanical units of work, and similar items located in or behind tile has been
completed.

f.

Verify that protrusions, bumps, and ridges have been removed by sanding or
grinding.

g.

Report all unacceptable surfaces to the architect; do not set until surface areas are
corrected.

CDB 805-030-019

Section 09 30 13 CERAMIC TILING
Page 6 of 8

3.3

h.

Verify that joints and cracks in tile substrates are coordinated with tile joint
locations; if not coordinated, adjust joint locations in consultation with Architect.
Crack Isolation Membrane to be used on non-directional cracks, shrinkage cracks,
and all areas where crack transfer is suspected.

i.

Locate and determine expansion joints based on building control joints, cold joints,
sawed joints and recommended expansion joints based on TCA specifications
current issue of EJ 171.

CERAMIC TILE INSTALLATION
A.

Comply with TCNA's "Handbook for Ceramic, Glass, and Stone Tile Installation" for TCNA
installation methods specified in tile installation schedules. Comply with parts of the
ANSI A108 series "Specifications for Installation of Ceramic Tile" that are referenced in TCNA
installation methods, specified in tile installation schedules, and apply to types of setting and
grouting materials used.
1.

For the following installations, follow procedures in the ANSI A108 series of tile
installation standards for providing 95 percent mortar coverage:
a.
Tile floors in wet areas.
b.
Tile floors consisting of tiles 8 by 8 inches or larger.
c.
Tile floors consisting of rib-backed tiles.

B.

Extend tile work into recesses and under or behind equipment and fixtures to form complete
covering without interruptions unless otherwise indicated. Terminate work neatly at
obstructions, edges, and corners without disrupting pattern or joint alignments.

C.

Accurately form intersections and returns. Perform cutting and drilling of tile without marring
visible surfaces. Carefully grind cut edges of tile abutting trim, finish, or built-in items for
straight aligned joints. Fit tile closely to electrical outlets, piping, fixtures, and other
penetrations so plates, collars, or covers overlap tile.

D.

Provide manufacturer's standard trim shapes where necessary to eliminate exposed tile edges.

E.

Where accent tile differs in thickness from field tile, vary setting bed thickness so that tiles are
flush.

F.

Jointing Pattern: Lay tile in grid pattern unless otherwise indicated. Lay out tile work and center
tile fields in both directions in each space or on each wall area. Lay out tile work to minimize
the use of pieces that are less than half of a tile. Provide uniform joint widths unless otherwise
indicated.

G.

Joint Widths: Unless otherwise indicated, install tile with the following joint widths:
1.
2.

H.

Floor Tile: 1/8 inch.
Wall Tile: 1/16 inch.

Lay out tile wainscots to dimensions indicated or to next full tile beyond dimensions indicated.
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I.

Expansion Joints: Provide expansion joints and other sealant-filled joints, including control,
contraction, and isolation joints, where indicated. Form joints during installation of setting
materials, mortar beds, and tile. Do not saw-cut joints after installing tiles.
1.

Where joints occur in concrete substrates, locate joints in tile surfaces directly above
them.

J.

Stone Thresholds: Install stone thresholds in same type of setting bed as adjacent floor unless

K.

Metal Edge Strips: Install at all floor transitions from tile to other materials. All outside and
insider corners and material transitions on walls.
1.
Schluter Systems:
a.
Floors – 304 Stainless Steel
b.
Walls –
1)
Outside corners – RONDEC
2)
Inside corners - DILEX

L.

Grout Sealer: Apply grout sealer to grout joints in tile floors according to grout-sealer
manufacturer's written instructions. As soon as grout sealer has penetrated grout joints, remove
excess sealer and sealer from tile faces by wiping with soft cloth.

M.

Install cementitious panels and treat joints according to ANSI A108.11 and manufacturer's
written instructions for type of application indicated.

N.

Install waterproofing to comply with ANSI A108.13 and manufacturer's written instructions to
produce waterproof membrane of uniform thickness that is bonded securely to substrate.

O.

Install crack isolation membrane to comply with ANSI A108.17 and manufacturer's written
instructions to produce membrane of uniform thickness that is bonded securely to substrate.

END OF SECTION 09 30 13
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